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CONSTRUCTION DETAILS
A. REMOVE AND DISPOSE OF EXISTING TRAFFIC SIGNAL HEADS. , | ( GENERAL NOTES
66D B. INSTALL NEW VEHICULAR LED TRAFFIC SIGNAL HEADS. | l D113, ~—® 1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TQ VERIFY ALL UNDERGROUND
C. USE EXISTING CONDUIT. ! J | UTILITIES PRIOR TO THE .INSTALLATION OF PROPOSED STIGNAL EQUIPMENT. CCo0D
D. USE EXISTING HANDHOLE. AL | x IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE
E. USE EXISTING BASE MOUNTED CABINET. REMOVE AND CAP EXISTING ELECTRICAL SERVICE EQUIPMENT. (¥) \ | - c ) PROJECT ENGINEER.
E- mgﬁtt EL%@%R?%EEDH%\ED%LEIGID PVC ELECTRICAL CONDUIT (TRENCHED). X @A) AW ;} 2. WITHIN 36 IN. DF UNDERGROUND UTILITY LOCATIONS, THE CONTRACTOR
. . ! A | 0 au : .
1. EXTSTING CONDUIT T BE REMOVED AND CAPPED AT PROPOSED CURBLINE UNDER CLASS 1 EXCAVATION. i Al T 5. THE SHA STGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET
K. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (SLOTTED). x 1 Qb r WIRING, THE CONIRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY
Ce JNSTALL VIDEQ DETECTION CAMERA ON EXISTING LIGHTING ARM. I B * X 4. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED ELECTRICAL
M. INSTALL NON-INVASIVE MICROLOOP PROBE SET ) z || & " CABLES
. - - O *
0. 1 LL 24 IN. WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKINGS FOR STOP LINE. 0 T 5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
P. AE%SDN EXISTING LOGP DETECTOR. J g f & PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL
Q. SHIFT EXISTING VEHICULAR SIGNAL HEADS AS SHOWN ON PLAN AND UPGRADE TO LED SIGNAL HEAD MODULES. = MODIF ICATION.
R. REMOVE EXISTING OVERHEAD SIGN. | = 6. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN
S. INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED) FOR PROPOSED UNDERGROUND ] = — ACCORDANCE WITH MDSHA STANDARDS.
E%EWQNEUEERF\__/&EUSEU%%Lé%EEEéISTING EMPTY 2 IN. CONDUIT BEND IN CABINET. CAP AND MARK CONDUIT AT - mT X 7. VIDED CAMERA LOCATION/ALIGNING SHALL BE
: O COORDINATED WITH THE SHA ENGINEER.
T. INSTALL 100 AMP METERED SERVICE PEDESTAL (NOTE: 3—2 IN. AND 1-4 IN. 90 DEGREE PVC BENDS). > 8. ALL HANDHOLES FOR NON—INVASIVE PROBES SHALL
U. INSTALL PROPOSED OVERHEAD SIGN. > BE INSTALLED WITH THE LONG DIMENSION OF THE STATE OF MARYLAND
W INSTACL 5 1N. SCHEDULE 80 RIG1D PVC ELECTRICAL CONDUIT (TRENCHED) HANDHOLE PERPENDICULAR TO THE ROADWAY AS DEPARTMENT OF TRANSPORTATION
WITH 1-2 IN. PVC 90 DEGREE BEND IN EXISTING BASE MOUNTED CABINET FOUNDATION. | SHOWN. R DAL,  ©TTE HIGHWAY ADMINISTRATION
X. INSTALL 1-3 IN. PVC 90 DEGREE BEND IN EXISTING STRAIN POLE FOUNDATION. ' OFFICE OF TRAFFIC & SAFETY
{2 BRI 20,01 181 M AT 1T YIOED, DETECTIOR GANERR, g QiFENG STrati PoLe,
Z. INSTALL . SC 80 R
FOR UNDERGROUND POWER SERVICE. THE CONTRACTOR SHALL CAP, MARK, MD 197 (LAUREL BOWIE ROAD) AT POWDER MILL ROAD
AND LEAVE A 1 FT. STUB WITH PULLSTRING AT BASE OF UTILITY POLE FOR USE BY QOTHERS.
AA.USE EXISTING STRAIN POLE.
22 LS, &1t EPERLE B0 BLSI0, Rug SLECTaEHL cONDUIT (TRENGHED). ‘
DD.EXTSTING HANDHOLE IN BREAK AREA TO BE REMOVED UNDER CLASS 1 EXCAVATION. \ APPROVALS / REVISIONS TRAFFIC SIGNALIZATION PLAN
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